
Fairlight
Technical Data

Composition 100% Polyester

Width 3,000mm

Weight� Blockout: 410gsm +/-5%  |  Privacy: 275gsm +/-5%  |  Sheer: 240gsm +/-5%

Thickness� Blockout: 0.78mm +/-10%  |  Privacy: 0.76mm +/-10%  |  Sheer: 0.73mm +/-10% 

Opacity/Openness Blockout: Tested to AS-2663-1999  

Light Fastness ≥ 5 (Blue wool scale)

Coating� Blockout and Privacy coated with acrylic foam�  |  Sheer stiffened with acrylic

Flame Retardant Tested to AS1530.3 & AS1530.2

Cleaning Surface dust can be removed with vacuum or a soft cloth

Cutting Methods Blockout: All  � 
Sheer & Privacy: Ultrasonic cutting is recommended to �avoid fraying on edges 

Solar Properties

European standard tested to  
DIN EN 410: 2011	

Tested to EN 14501

Ts Rs As Tv/Vlt Solar Heat Gain �Coefficients

Ash LF Sheer 33 36 31 27 0.39

Cashew LF Sheer 39 39 22 36 0.41

Coconut LF Sheer 42 50 8 41 0.39

Latte LF Sheer 37 39 24 33 0.40

Mocha LF Sheer 38 35 27 33 0.41

Oat LF Sheer 40 46 14 39 0.39

Whisper LF Sheer 31 49 20 30 0.34

Ash LF Privacy 7 72 21 3 0.16

Cashew LF Privacy 7 74 19 4 0.15

Coconut LF Privacy 8 74 18 6 0.16

Latte LF Privacy 6 74 20 3 0.15

Mocha LF Privacy 6 73 21 3 0.15

Oat LF Privacy 7 75 18 5 0.15

Whisper LF Privacy 8 74 18 6 0.16

Blockout 0 67 33 0 0.14

Ts  Solar Transmittance	 Rs  Solar Reflection        As  Solar Absorbance        Tv/Vlt  Visual Light Transmission	
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Restrictions:

Alkenz by RollEase
SUNSHADOW 3000 NET SERIES

4976-420

Certificate Number

03/26/2008 - 03/26/2019

Certificate Period

Certified

Status

UL 2818 - 2013 Gold Standard for Chemical Emissions for Building Materials, Finishes and Furnishings

CERTIFICATE
OF COMPLIANCE

Window treatments are determined compliant in accordance with California Department of Public Health (CDPH) Standard Method V1.2-2017 using an Office and  Classroom Environment.

Product tested in accordance with UL 2821 test method to show compliance to emission limits on UL 2818. Section 7.1 and 7.2.

UL Environment investigated representative samples of the identified Product(s) to the identified Standard(s) or other requirements in accordance with the agreements and any applicable program service terms in place between UL Environment and the Certificate Holder (collectively “Agreement”). 
 The Certificate Holder is authorized to use the UL Environment Mark for the identified Product(s) manufactured at the production site(s) covered by the ULE Test Report, in accordance with the terms of the Agreement.  This Certificate is valid for the identified dates unless there is non-compliance with 
the Agreement.

SHEERPRIVACY
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